
 

ROUNDED SSD 
FOR DESIGN 1 

(ft) 

CALCULATED 
K VALUES 2 

K VALUES 
ROUNDED 

FOR 
DESIGN 

DESIGN 
SPEED 

(mph) 
Des. Min. Des. Min. Des. Min. 

15 80 50 3.0 1.2 3 1 
20 115 80 6.1 3.0 7 3 
25 155 115 11.1 6.1 12 7 
30 200 155 18.5 11.1 19 12 
35 250 200 29.0 18.5 29 19 
40 305 250 43.1 29.0 44 29 
45 360 305 60.1 43.1 61 44 
50 425 360 83.7 60.1 84 61 
55 495 425 113.5 83.7 114 84 
60 570 495 150.6 113.5 151 114 
65 645 570 192.8 150.6 193 151 
70 730 645 246.9 192.8 247 193 

 
Notes: 
 
1 Stopping sight distances (SSD) are from Figure 42-1A. 
 
2 K values are calculated using rounded value for design stopping sight distance, eye height 

of 3.54 ft, and object height of 2 ft. 
 
3. If curbs are present, and K > 167, proper pavement drainage should be ensured near the 

high point of the curve. 
 
 

K VALUES FOR CREST VERTICAL CURVE 
(Stopping Sight Distance – Passenger Car) 

 
Figure 44-3A 


